SIZE

BEND
4" 6” 8" 10!! 1 2”2 1 EE]
oq_ D 1’—6” 1’_9" 2’_0,’ 3’_0)’ 3’—6”
‘_> E 1'_3” 1'—6” 1'_9” 2'_0” 2'_3”
— F 21_0" 2’—6” 21_9" 31_0" 41_0”
ON D 21_0" 3!_4" 3’—8" 41_011 41_4!1
\ ’ » tl ” ’ ” ’ ”» ’ »
SIE[1=9" [2-3"[2-6"[2-6"| 2-6
N F 2’—6" 2,—8" 31_10" 41_0" 5’—6,’
R D 2’_6" 3!_0" 4’_0" 4’_6” 5’_2!’
Q E 2’_6" 21_9" 3’_0" 3’_6” 4’_017
F 3)_011 4!_0" 4’_6" 4)_9” 6’_6”
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AS REQUIRED

TO CLEAR PIPE

pIPE |_ROD SIZE (IN) [ No.
SIZE |45°| 22} | 11),° |REQD.
4&6" Vo | Vo | Vo | 3
8" Vol Yo | o | 3
10" EA BA_ 3A_ 3
12" 3%1_ BA_ 3A_ 3
16" C’%‘_ C’%‘_ C’%‘_ 3

THIS TABLE APPLIES TO VERTICAL
& HORIZONTAL THRUST BLOCKS.

ROD DETAIL

NOTES:
. ALL POURED CONCRETE SHALL BE LAID

ON UNDISTURBED EARTH AFTER
EXCAVATION ACCORDING TO DIMENSIONS
INDICATED ON THRUST BLOCK DIMENSION
TABLE OR IT SHALL BE LAID THE FULL
WIDTH OF TRENCH FROM UNDISTURBED
WALL BUT NOT LESS THAN LISTED ON
THRUST BLOCK TABLE.

. ALL POURED CONCRETE SHALL BE IN

ACCORDANCE WITH "CITY OF COLUMBIA
STREET & STORM DRAINAGE
SPECIFICATIONS & STANDARDS”,
SECTION 250 CONCRETE STRUCTURES.

. ALL RODS TO BE 316 OR 304

STAINLESS STEEL.

FOR VERTICAL ALIGNMENT
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