PLANT MIX BITUMINOUS
BASE FLUSH WITH EX.
STREET SURFACE, SAME
DEPTH AS ADJACENT
PAVEMENT (4" MINIMUM) DIG OUT REPAIR
LENGTH

PROPOSED ASPHALT
OVERLAY

or—————EX|STING ASPH.
33 PR TR A et 4 PAVEMENT

FULL—DEPTH STRAIGHT WOVEN GEOTXTILE FABRIC PLACED

SAWED JOINT (EACH SIDE) | ~ST——ON COMPACTED BOTTOM AND 6
/ """"" UP ON ALL SIDES
ADDITIONAL DEPTH (IF AUTHORIZED)

12" THICK 1-1/2" MINUS

1-1/2" MINUS AGGREGATE BACKFILL

COMPACTED TO 95% MAX. DENSITY R T K MAX.
(67 LIFTS MAX.) DENSITY (6” LIFTS MAX.)
NOTES:

1. SAW CUT AREA DESIGNATED PUBLIC WORKS.

2. EXCAVATE TO A DEPTH OF 12" MINIMUM BELOW BOTTOM OF EXISTING
STREET ELEVATION. IF ADDITIONAL DEPTH DIG OUT IS REQUIRED AND
AUTHORIZED, PROCEED WITH STEPS BELOW AND ADD STEP 4A.

3. BASE MUST BE APPROVED BY ENGINEER BEFORE PLACEMENT OF FABRIC
AND ROCK.

4. COMPACT BOTTOM AND PLACE WOVEN FABRIC (MIRAFI 600X OR
APPROVED EQUAL).

4A. PLACE TYPE 2, 1-1/2" MINUS AGGREGATE COMPACTED IN 6" MAXIMUM
LIFTS TO REACH THE NORMAL DIG OUT REPAIR DEPTH OF 16" BELOW
EXISTING STREET ELEVATION. ADDITIONAL DEPTH SHALL BE PAID BY THE
CUBIC YARD PER THE BID FORM.

5. PLACE TWO (2) 6" LIFTS OF TYPE 2, 1-1/2" MINUS COMPACTED
AGGREGATE.

6. PLACE 4” MINIMUM LIFT OF COMPACTED PLANT MIX BITUMINOUS BASE ON
PRIMED BASE ROCK. FINISH SHALL BE FLUSH WITH EXISTING ROAD
SURFACE AND HAVE A SMOOTH RIDE.

7. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL MATERIALS EXCAVATED
FROM THE REPAIR AREA.

qﬁg 1/1/12

Approved Date ..>.v<.
T Z N DIG OUT REPAIR 120.02

City of Columbia

Public Works Depertment




