I——B
WRAP ROCK AROUND

PROPEX GEOTEX 801 OR APPROVED

ziigs Ma;(iigéum Lerligth BottoI;nWWidth TopTVV\\llidth Thicl_(rness END SECTION. "
i) | sope | (@ | Minimum | Minimum | Minimum | THICKNESS=1.5'.

(%) (ft) (ft) (ft)
12| 350 | 12 4 8 2
15| 260 | 15 4 9 2
18 | 200 | 16 4 10 2
2| 170 | 20 4 12 2
30| 140 | 24 6 16 2 A A
36| 100 | 28 6 18 2 t _1
2| o8 | 32 6 20 3 A
48| o065 | 36 6 22 3 '
54| 055 | 40 8 26 3 L
60 | 045 | 44 8 28 3 '
72| o040 | 48 8 32 3 &* BW -—Z

- TW
RIP RAP TO BE TYPE 1: ROCK \/A N
MUST BE ANGULAR, HARD AND
DURABLE.
ROCK LINER FABRIC SHALL BE . /\
B

EQUAL. ALTERNATIVELY, AN 8 INCH
BED OF WELL GRADED SAND AND

GRAVEL WITH GRAVEL UP TO 3" IS
ACCEPTABLE.

WHERE BEDROCK IS ENCOUNTERED,
RIP RAP MAY BE OMMITTED.
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Revisions

City of Columbia

Public Works Depertment

RIP RAP WITH FILTER FABRIC

530.03




