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and broadway ped signals\de

o:\caddproj\sidewalk\ 180313 college

QUANTITIES

POWER SUPPLY IS LOCATED AT THE §
SOUTHWEST CORNER OF COLLEGE 2
ITEM DESCRIPTION UNITS | QTY AVENUE AND E. WALNUT STREET. =
Removal of P.C. Concrete Sidewalk Pavt. S.F. 264 N
P.C. Concrete Sidewalk Pavement S.F. 264
P.C. Concrete, Red Imprinted S.F. 208
Type "C" Concrete Base C.Y. 2.64 Ly
Top Mount Post - 8 FT (Powder Coated Black) Ea. 6 L%
Audible Push Button Ea. 8 NOTE: 3
Countdown Pedestrian Signal, Type 1S Ea. 4 WHILE INSTALLING THE NEW SIGNAL L(L§
Countdown Pedestrian Signal, Type 11S Ea. 2 POST, AVOID THE EXISTING 21" RCP =
APS Central Control Unit Ea. 1 STORMWATER PIPE. IF DAMAGED, IT 8
Permanent Signage SF. 8.0 IS THE RESPONSIBILITY OF THE / 2 REPLACE GREEN ARROW WITH
+ Condutt (Trench r ) CONTRACTOR TO REPAIR AT THEIR CIRCULAR GREEN. INDICATION
3" Conduit (Trenched) T 6 OWN COST. | REMOVE EXISTING SIGNAL HEAD AND
2¢ #16 Cable L.F. 1211 INSTALL TYPE 3B SIGNAL HEAD
5¢c #16 Cable L.F. 86 % 1
Traffic Control Lump Lump REMOVE AND 1 J z
Construction Staking Lump | Lump REPLACE SIDEWALK4FA%/; I:OROIETOSED CONDUIT EXISTING RAMP
Mobilization Lump Lump &5 , T ;
Signal Head, Type 3B Ea. 4 D EXISTING. RAMP PROPOSED CONDUIT PROPOSED CONDUIT A
Replace Green Indication Ea. 4 J ' 9 FT 3 g
Remove Existing P t Marki L L INSTALL £\ —— REMOVE_AND
emo?/e xisting avem('en arkings ump ump ST INTED CONCRETE 13 : - REPLACE SIDEWALK PAVT m
6" White Pavement Marking Tape L.F. 542 63 44 SF 65 SF
INSTALL
RED IMPRINTED CONS;’E;E 5 : EP m S
, é\ S AN o &
EXISTING RAMP INSTALL 6° WHITE : (7p)]
REMOVE EXISTING SIGNAL HEAD AND PAVEMENT MARKING . . LlJ c
INSTALL TYPE 3B SIGNAL HEAD TAPE y — > D_C?
REPLACE GREEN ARROW WITH » <
CIRCULAR GREEN INDICATION\ E“A%Tﬁhjtﬁ MVXEEEQG — L]
TAPE
SIGNAL POST LOCATIONS T & 0
5 —1
SIGNAL NORTHING EASTING , ) ]
(5) 1135381.61 1691107.93 BROADWAY I s8G) ( ) O

1135574.94 1691112.99
/70
1135291.91 1691109.25 %

INSTALL 6" WHITE
1135385.82 1691023.15 PAVEMEthT MARKHIING | BROADWAY
1135298.52 1691010.17 TAPE

S

oy
—
2 0
1135287.45 1691020.33 8 ‘g
REPLACE GREEN ARROW WITH z =
80H CIRCULAR GREEN INDICATION 2
EXISTING RAMP (S
4 o)
8 =
REMOVE AND O al
REPLACE SIDEWALK PAVT EXISTING RAMP E Y—
129 SF INSTALL 6” WHITE 81H 2 ..2
PAVEMENT MARKING REMOVE EXISTING SIGNAL HEAD AND
%\lgt.)r::l__;\kPRlNTED CONCRETE TAPE b MPRINTED CONGRETE INSTALL TYPE 3B SIGNAL HEAD 8 GE)
41 SF
PROPOSED CONDUIT 23 e — b %
6 EXISTING RAMP T O Q.
: > O]
NOTE: ZR'%FOSED o @* 6 EXISTING RAMP QU@ s =
CROSSWALK MARKINGS SHALL BE 4 FT MINIMUM L__\ V/ 82 /\ O
FROM STOP BARS. CROSSWALKS SHALL BE 6 FT - 82 A X
WIDE. EXISTING CROSSWALK MARKINGS SHALL BE - 60 N e "D ALK PAVT
REMOVED PRIOR TO INSTALLATION OF NEW < 83 — = PROPOSED conoug 8 Z 29 SF
PAVEMENT MARKING TAPE. TAPE SHALL CONSIST
OF 3M STAMARK HIGH PERFORMANCE CONTRAST
MARKING TAPE SERIES 3801-5ES, OR APPROVED
EQUAL.
i Tkt N EXMCEE
"CIRCULAR GREEN. INDICATION Date: __2/23/2015
Des. S.C.B.
Dwn. B.F.R.
@ Chk. S.AB.
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2011 Orthophoto Source: Boone County Assessor



