#4 BARS @ 18" 0.C. FOR
TRENCHES OVER 3’ WIDE

MIN. 2” THICK TYPE BP-2
ASPHALTIC CONC.

8" P.C. CONCRETE — RAKE TOP SURFACE

STRAIGHT SAWED
JOINT EACH SIDE 12"

MIN.

EXISTING

EXISTING ASPH.
PAVEMENT

)

FLOWABLE FILL

_j\ BEDDING AND PIPE SUPPORT
PER DETAIL 540.01
TRENCH

WIDTH

8" P.C. CONCRETE

#4 BAR 30" LONG @ 30” O.C.‘\

#4 BARS @ 18" 0.C. FOR
TRENCHES OVER 3’ WIDE

EXISTING CONC.
PAVEMENT

X

&

4
|
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REMOVE AND REPLACE
P.C. CONCRETE PANELS
TO AN EXISTING JOINT OR
TO A STRAIGHT SAWED
JOINT AS SHOWN ON
DETAIL 440.02 AND
CONFORMING TO THE
JOINT LAYOUT SHOWN ON
DETAIL 200.01

12" —
MIN.

EXISTING

——

ASPHALTIC PAVEMENT
—12"

MIN.

"-“-.\FLOWABLE FILL OR 1/2" MINUS

IN EMERGENCY SITUATIONS AS
DEFINED BY FLOWABLE FILL

j\ ADDENDUM
BEDDING AND PIPE SUPPORT
T";ﬁ;.lr?_‘“ PER DETAIL 540.01

CONCRETE PAVEMENT

NOTES: CONCRETE SHALL BE CLASS AA

REINFORCING STEEL SHALL BE GRADE 60
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Paved Streets 120.01




